
M2-K9-M 
Combined 

with Rainy Cover
M2-K9-M Main 

Door Station

M2-A6M2-A5

Power Supply Power Isolator Distributor

Indoor Monitor ( 7’’ Capacitive Touch Screen )

• 2-wire & Non-Polarity

• Modularized Design

• Auto Snapshot Monitor

• Do-not-Disturb Enabled

• Support Up To 128 Apartments

• Apartment-to-Apartment Intercom

System Features:

System Accessories

Relay Amplify

Smarteck Electronics

M2-A6 White M2-A6 Black

K2-M9-E
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Door Station

• 1200 View Angel Camera

• Aluminum Alloy Made Panel

• Anti-tamper Alarm and Screw

• Max. 1000 RF Cards Capacity

• Human-Body Induction Sensor

• Support Max. 2 E-Locks

• Applicable for Max. 32 Apartments

• IP54 Protection Level

• Flush Mounting
M2-A5 M2-A6

High-Impact ABS Panel High-Impact Acrylic Panel

• 7 inch Capacitive Touch Screen

• Video Capture and Snapshot

• Picture and Video Memory via SD Card

• One External Dry-Contact Device Control

• Door Bell Connectable

• Do-not-Disturb

• Surface Mounting

Indoor Monitor

M2-K9-M （Push-Button）

Door Station M2-K1 （Mechanical Keypad ）

• 1200 View Angel Camera

• 2.5 inch LCD Screen

• Aluminum Alloy Made Panel

• Anti-tamper Alarm and Screw

• Max. 1000 RF Cards Capacity

• Human-Body Induction Sensor

• Support Max. 2 E-Locks

• Applicable for Max. 128 Apartments

• IP54 Protection Level

• Flush Mounting

Card Reading 
Module

Blank Module 2 Push-button
Module

4 Push-button
Module

( Single Row )

4 Push-button
Module

( Double Row )

8 Push-button
Module

Door Station Modules （ Applicable for M2-K9-M ）

Smarteck Electronics
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Power Isolator Power Supply

DC 
24V

Up to 32 Monitors

Power Isolator Power Supply

DC 
24V

Distributor

Power Isolator

DC 
24VPower Isolator

Relay
Amplify

DC 
24V

Relay
Amplify

Power Isolator

Up to 32 Monitors

Up to 4 Row 
Building

(Max.128 
Apartments)

Up to 32 Monitors

Up to 32 Monitors

M2-K9-M 
with Modules

M2-K1

3 Typical System Diagrams  _ Up to 128 Apartments Applicable

System 

Diagram 1
System 

Diagram 2

System 

Diagram 3

DC 
24V

M2-K9-M 
with Modules

Smarteck Electronics
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Picture Model Material Camera
Proximity

Card
Access

Password
External 

Lock
Access 

Operation
Light 

Compensation
Power 

Consumption
Working 

Temperature
Installation

M2-K9-M
Aluminum

Alloy
1200 

Angle
1000 NA 2 Push-Button Infrared

DC24V/200mA
(Working Status)

-30~70℃ Flush Mounting

M2-K1
Aluminum 

Alloy
1200 

Angle
1000 500 2

Mechanical 
Keypad

Infrared
DC24V/200mA

(Working Status)
-30~70℃ Flush Mounting

Door Stations List

Picture Model Material Display Resolution
Max. Sub.

Monitor for Each 
Apartment

Ringtone
Memory 

Card
Broadcast

Power 
Consumption

Working 
Temperature

Installation

M2-A5 ABS
7 inch Touch 

Screen
800*480 3 9 SD (up to 16G) Enabled

DC24V/500mA
(Working Status)

-10~55℃ Surface Mounting

M2-A6 Acrylic
7 inch Touch 

Screen
800*480 3 9 SD (up to 16G) Enabled

DC24V/500mA
(Working Status)

-10~55℃ Surface Mounting

Indoor Monitors List

Smarteck Electronics
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Picture

Model No

M2-K9-C M2-K9-B M2-K9-S2 M2-K9-S4 M2-K9-D4 M2-K9-D8 M2-K9-E
ML3WY24/3C M2NY24 M2NF04 M2NW01

M2-K9-M Door Station Applicable

Description
Card Reading 

Module
Blank

Module

2 Push-
button 
Module

4 Push-button
Module (Single 

Row)

4 Push-button
Module (Double 

Row)

8 Push-button 
Module

Auxiliary
Panel

M2-K9-M

Rainy Cover
Power Supply Power Isolator Distributor Relay Amplify

Accessories List

Some Main Devices Dimensions Unit: mm

M2-K1
M2-K9-M with Modules

M2-A5 M2-A6

Smarteck Electronics
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